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Wilo Top S - Commercial Wet Rotor Circulators

WILO

Top S - Three Phase
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Contractor:
Submitted By: Date:
Approved By: Date:
Tag # Model # Speed Flow Head HP Phase Voltage
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15 \ / Electrical Connections 3~208-230v, 460v, 575v
10 B Max. Working Pressure 145 PSI (10 Bar)
/ / // Min. Inlet Pressure 140 °F (60 °C) 6.3 PSI (0.4 Bar)
5 — 2 Min. Inlet Pressure 194 °F (90 °C) 15.4 PSI (1 Bar)
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Dimensions & Weights
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Dimensions and Weights
Dimensions - Inches (mm) Weight - Ibs (kg)
Model lo Iy I, a; a, by b, b, bg
14 7 616 1316 6% 4116 4% 2% 2% 97.4
TopS3x50
(356) (178) (154) (332) (159) (119) (108) (70) (70) (44.2)

Flange Dimensions

Dimensions - Inches (mm)

Dia. (DN) @D @d, @d, Pk nxd,
7916 3% 516 6 Lx@%
37
(192) (82) (128) (152) (4x@19) _

Motor Data

Speed Watts FLA FLA FLA
Model hp RPM w 3~208-230V 3~460V 3~575V
TopS3x50 2Ys 3340-3510 1835-2360 5.7-8.7 2.9-4.3 2.3-35
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