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Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(USGPM) (Feet) TEFC/ODP
NL8x6x10 60Hz 3 1750
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Submittal Data Sheet WILO

Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights

Wilo NL
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Dimensions - Inches (mm)

Frame a A L L1 L2 L3 L4 L5 X HD H2 H3 Hi Hb B2 B3 B4 n s1 sk
56t 631 456 5175 5588  9.81 3625 57.63  26.44 5 13.63 1575 1500 3075 400  22.06 20.63  17.56 4 11.56 .63
(160)  (116) (1314) (1419) (249)  (921) (1464) (672) (13) (346)  (400)  (381)  (781)  (102)  (560)  (524)  (446) (294) (16)
s 631 456  53.94 5588  9.81  36.25 57.63  29.44 5 1563 1575 1500 3075 400  22.06 20.63  17.56 4 11.56 .63
(160)  (116) (1370) (1419) (249)  (921) (1464)  (748) (13) (397)  (400)  (381) (781)  (102)  (560)  (524)  (446) (294) (16)
367 631 456  53.94 5588  9.81  36.25 57.63  29.44 5 1563 1575 1500 3075 400  22.06 20.63  17.56 4 11.56 .63
(160)  (116) (1370) (1419) (249)  (921) (1464)  (748) (13) (397)  (400) (381) (781)  (102)  (560)  (524)  (446) (294) (16)
seuts 631 456  53.94 5588  9.81 3625 57.63  30.75 5 16.56 1575 1500 3075 400  22.06 20.63  17.56 4 11.56 .63
(160)  (116) (1370) (1419) (249)  (921) (1464) (780) (13) (421)  (400)  (381) (781) (102)  (560)  (524)  (446) (294) (16)
36575 631 456 5394 5588  9.81 3625 57.63  30.75 5 1656 1575 1500 3075 400  22.06 20.63  17.56 4 11.56 .63
(160) (116)  (1370) (1419) (249) (921)  (1464) (780) (13) (421) (400) (381) (781) (102) (560) (524) (446) (294) (16)
seur 631 456  59.00 5588  9.81 3625 57.63  33.75 5 2175 1575 1500 3075 400  22.06 20.63  17.56 4 11.56 .63
(160)  (116) (1499) (1419) (249)  (921) (1464) (857) (13) (552)  (400)  (381)  (781)  (102)  (560)  (524)  (446) (294) (16)
ses 631 456  59.00 5588  9.81  36.25 57.63  33.75 5 2175 1575 1500 30.75 400  22.06 20.63 17.56 4 11.56 .63
(160)  (116) (1499) (1419) (249)  (921) (1464)  (857) (13) (552)  (400)  (381)  (781)  (102)  (560)  (524)  (446) (294) (16)

Flange Dimensions - Suction Side
Dimensions - Inches (mm) L’I .
DN S #125 @D @d Pk b n D2 i
8 13.50 10.63 11.75 113 8 .88
(343) (270) (299) (29) (22)
ol o
8|8 T-F
Flange Dimensions - Discharge Side
Dimensions - Inches (mm) N
DN D 125# @D @d Pk b n D2
6 11.00 8.50 9.50 1.00 8 .88
(279) (516) (241) (25) (22)
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