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Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights
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Dimensions - Inches (mm)

Frame a A L L1 L2 L3 L4 LS X HD H2 H3 Ha Hb B2 B3 B4 n s1 St
T 4.94 3.06 3856 33.38 588  21.56 3519  18.94 .5 10.00  8.88 9.44 1831 425 1838  16.63 144y 4 7.75 .88
(125) (78) (980)  (848)  (149)  (548)  (984)  (481) (13) (254)  (225)  (238)  (465)  (108) (467)  (422) (367) (197) (22)
ST 4.94 3.06 3856 33.38 588  21.56 3519  18.94 5 10.00  8.88 9.44 1831 425 1838  16.63 1444 4 7.75 .88
(125) (78) (980)  (848)  (149)  (548)  (984)  (481) (13) (254)  (225)  (238)  (465) (108)  (467) (422) (367) (197) (22)
ST 4.94 3.06 4275 4525 788  29.50  46.44  23.19 5 1538  8.88  11.06 2019 425 1619 1475  13.00 4 9.00 .63
(125) (78)  (1087) (1149) (200)  (749) (1180) (589) (13) (397)  (225) (281  (513) (108)  (411) (375  (330) (229) (16)
S5GT 4.94 3.75 4275 4525 7.88  29.50  46.44  23.19 5 1538  8.88  11.06 2019 425 1619 1475  13.00 4 9.00 .63
(125) (95)  (1087) (1149) (2000  (749) (1180) (589) (13) (397)  (225) (281  (513)  (108)  (411) (375  (330) (229) (16)
Jgure | 494 3.75  43.63 4525  7.88  29.50  46.44  24.56 .5 16.38  8.88  11.06 2019 425 1619 1475  13.00 4 9.00 .63
(125) (95)  (1109) (1149) (200)  (749) (1180)  (624) (13) (415)  (225)  (281)  (513)  (108)  (411)  (375)  (330) (229) (16)
Js6Ts 494 3.75  43.63 4525 788 2950  46.44  24.56 5 1950  8.88  11.06 2019 425 1619 1475  13.00 4 9.00 .63
(125) (95)  (1109) (1149) (200)  (749) (1180) (624) (13) (495)  (225)  (281)  (513)  (108)  (411)  (375)  (330) (229) (16)
3247s | 9% 375 4750 5144 981 3175 5263  26.69 5 1950  8.88  12.25 2113 425 1894 1750 1575 4 11.00 .63
(125) (95)  (1207) (1307) (249)  (806) (1337) (678) (13) (495)  (225)  (311) (536)  (108)  (481)  (445)  (400) (279) (16)
32675 494 375 4750 5144 981 3175 52.63  26.69 5 2075  8.88 1225 2113 425 1894 1750  15.75 4 11.00 .63
(125) (95)  (1207) (1307) (249) (806) (1337) (678])  (13) (525)  (225) (311)  (536)  (108)  (481)  (445)  (400) (279) (16)
seuTs | 494 375 4950 5144 981 3175 5263  30.75 5 2075  8.88 1325 2213 425 1894 1750 1575 4 11.00 .63
(125) (95)  (1258) (1307) (249)  (806) (1337) (780) (13) (525)  (225)  (337) (562) (108)  (481)  (445)  (400) (279) (16)

Flange Dimensions - Suction Side
Dimensions - Inches (mm) L’I -
DN S #125 @D @d Pk b n D2 i
4 9.00 6.19 7.50 .94 8 .75
(229) (157) (191) (24) (19)
ol o
8|8 T-F
Flange Dimensions - Discharge Side
Dimensions - Inches (mm) N
DN D 125# @D @d ok b n D2 J
3 7.50 5.50 6.00 .94 4 .75
(191) (140) (152) (24) (19)
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