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High-Efficiency Multistage Pumps

Helix EXCEL 20-05
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Tag # Model # Flow Head Volute Control Mode HP Phase Voltage
Helix Excel 304 SS 15 3 460
20-05 ’
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n=100% Wilo-Helix EXCEL 20-05 o ; .
. Liquid Temp Range -22°F to 284°F
60 Hz - North America 50 (-30°C to +120°C)
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80 Protection Class IP 55, Class F Insulation
l=|_60%\ \\ F20 Ambient Temp Range 5°F to 104°F (-15°C to 40°C)
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2 lg n=100%) "2 Impellers AISI 3041 AlSI 3161
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08 // goo/n 90% Diffusors
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0 ? L,* ? 8, Q/mS/h Sleeve under the AlSI 316L AlSI 316L
\ . . H, hanical seal
HAE T Al Wilo-Helix EXCEL 20-05 | /™ mechanicalsea
60 Hz - North America *304 pump volutes are NSF 61 certified
160 50
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Helix EXCEL 20-05 Dimensions & Weights

4 x @ 9/16"
(4x@®13,5)
T
S ELS
(6 x@19)
INLET OUTLET "
— — 11/4" ANSI
*lo (DN 32)
i o5
_’J 97/8" T 181/4"
(250) ' (462) '
161/8"
(410)
Dimensions and Weights
Dimensions - Inches (mm) IVI;ISEI(?(zg
Model H H2 oM X
35918 2218 gy 9 108.0
Helix EXCEL 20-05
(894) (566) (206) (248) (49)
EC Motor Data (single Motor Operation)
P, Rated Phase Voltage FLA Efficiency
Model hp [~] vl [A] n,100%
Helix EXCEL 20-05 1.5 3 460 1.76 92.0
(£10%)
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