Submittal Data Sheet VVilO®

Wilo Helix - Vertical Multistage Pumps

Wilo Helix V 270 (304 ss - EPDM)
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Wilo Helix - Vertical Multistage Pumps

Dimensions, Weights & Electrical Data
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Dimensions and Weights
H H, oM X

208-230/460 V 575V
Dimensions-inches (mm) Weight P2 Phase FLA FLA
Model in mm in (mm) in (mm) in (mm) Ibs kg [HP] [~] [Al [A]
Helix V 270-01/01 45°16 1151 25 635 10%%16 278 13 330 328 148.78 10 3 25.4-23/11.5 9.2
Helix V 270-01 45°16 1151 25 635 10%%16 278 13 330 331 150.14 10 3 25.4-23/11.5 9.2
Helix V 270-02/2 51%s 1305 29 737 13%16 335 16 406 358 162.39 15 3 38.5-34.8/17.4 13.8
Helix V 270-02/1 51%8 1305 29 737 13%16 335 16 406 358 162.39 15 3 38.5-34.8/17.4 13.8
Helix V 270-02/1 43716 1103 29 737 9’ls 251 13 330 314 142.43 15 3 38.5-34.8/17.4 13.8
Helix V 270-02 52%16 1326 29 737 13%16 335 16 406 394 178.72 20 3 50.2-45.4/22.7 18.2
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