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Wilo Helix - Vertical Multistage Pumps

Wilo Helix V 80 (30 ss - EPDM)
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Wilo Helix - Vertical Multistage Pumps

Dimensions, Weights & Electrical Data
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Dimensions and Weights
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TEFC Motor Data

208-230/460 V 575V
Dimensions-inches (mm) Weight P2 Phase FLA FLA
Model in mm in (mm) in (mm) in (mm) Ibs kg [HP] [~] [A] [A]
Helix V 80-1 30% 768 18 457 7%k 194 10 254 93 42.18 2 3 5.46-4.94/2.47 1.98
Helix V 80-2 36%16 916 19 483 9716 240 11 279 133 60.33 5 3 13.1-11.8/5.9 4.72
Helix V 80-3 38 965 21 533 9716 240 11 279 135 61.23 5 3 13.1-11.8/5.9 4.72
Helix V 80-4 46°/8 1184 28 711 10%%16 278 13 330 221 100.24 75 3 19.2-17.3/8.67 6.94
Helix V 80-5 50%16 1275 30 762 10%%16 278 13 330 251 113.85 10 3 25.4-23/11.5 9.2
Helix V 80-6 52%s 1324 32 813 10%%16 278 13 330 254 115.21 10 3 25.4-23/11.5 9.2
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