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Wilo Helix - Vertical Multistage Pumps

Wilo Helix V 190 (304 ss - EPDM)
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Tag # Model # Flow Head HP Cycle Phase Voltage RPM
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Hft Wilo-Helix V 190 [ Hfm
Helj; 60 Hz - North America
Le2! 90-03 + Water supply & pressure « Industrial circulation
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0-03/1 b 100 ) R
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150 . Y :
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Helix V190-01/1 \ Shaft Stainless steel AISI 431
\
\\\ I 20 Shaft Sleeve Stainless steel AISI 316L
50 T —— T—
\ Cast iron cataphoresis coated ASTM
%\ Baseplate & Lantern A 48 Class 35/40
0 0 Cast iron cataphoresis, coated Grey
0' 50 ' 100 ' 150 '200 250' 300 i Q/US gpm Flanges Cast Iron ASTM A 48 Class 35/40
0 ¢ 8 12 16 20 o O-ri EPDM (FKM gasket 1)
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L 16 Power Supply 3~208-230v, 3~ 460v, 3~ 575v
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e | V190-03 Ambient temperature +5°F to +104°F
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15 / V190-03/2f 12 Flange Connection ANSI CLASS 300
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Wilo Helix - Vertical Multistage Pumps

Dimensions, Weights & Electrical Data
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Dimensions and Weights TEFC Motor Data
H H, om X

208-230/460 V 575V
Dimensions-inches (mm) Weight P2 Phase FLA FLA
Model in mm in (mm) in (mm) in (mm) Ibs kg [HP] [~] [A] [Al
Helix V 190-01/1  35'%16 910 19 483 9716 240 11 279 204 92.53 5 3 13.1-11.8/5.9 4.72
Helix V 190-01 44 1118 24 610 10%%16 278 13 330 315 142.88 10 3 25.4-23/11.5 9.2
Helix V 190-02/2 46°/8 1184 26 660 10%%16 278 13 330 322 146.06 10 3 25.4-23/11.5 9.2
Helix V 190-02/1 48% 1238 26 660 13%16 335 16 406 332 150.59 15 3 38.5-34.8/17.4 13.8
Helix V 190-02 48% 1238 26 660 13%16 335 16 406 332 150.59 15 3 38.5-34.8/17.4 13.8
Helix V 190-03/2 52%16 1326 29 737 13%16 335 16 406 383 173.73 20 3 50.2-45.4/22.7 18.2
Helix V 190-03/1 52316 1326 29 737 13%16 335 16 406 383 173.73 20 3 50.2-45.4/22.7 18.2
Helix V 190-03 52316 1326 29 737 13%16 335 16 406 383 173.73 20 3 50.2-45.4/22.7 18.2
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