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Wilo Helix - Vertical Multistage Pumps

Wilo Helix V 10 (304 ss - EPDM)
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Dimensions, Weights & Electrical Data
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Dimensions-inches (mm) Weight P2 Phase FLA FLA

Model in mm in (mm) in (mm) in (mm) Ibs kg [HP] [~] [A] [A]
Helix V 10-05 28%16 716 19 483 6116 170 9 229 65 29.48 1 3 3.32-3/1.5 1.2
Helix V 10-06 31%16 792 20 508 7%k 194 10 254 85 38.56 15 3 4.14-3.74/1.87 15

Helix V 10-07 32%s 816 21 533 7%k 194 10 254 87 39.46 15 3 4.14-3.74/1.87 15

Helix V 10-08 33%s 841 22 559 7%k 194 10 254 89 40.37 15 3 4.14-3.74/1.87 15
Helix V 10-09 347/8 886 23 584 7%k 194 10 254 95 43.09 2 3 5.46-4.94/2.47 1.98
Helix V 10-10 357/8 911 24 610 7%k 194 10 254 95 43.09 2 3 5.46-4.94/2.47 1.98
Helix V 10-11 367/8 937 25 635 7%k 194 10 254 97 44 2 3 5.46-4.94/2.47 1.98
Helix V 10-12 39%6 992 26 660 7% 187 10 254 108 48.99 3 3 7.76-7.02/3.51 2.81
Helix V 10-13 41 1041 28 711 7% 187 10 254 110 49.9 3 3 7.76-7.02/3.51 2.81
Helix V 10-14 41 1041 28 711 e 187 10 254 110 49.9 3 3 7.76-7.02/3.51 2.81
Helix V 10-16 43 1092 30 762 7% 187 10 254 112 50.8 3 3 7.76-7.02/3.51 2.81
Helix V 10-18 49%16 1259 33 838 9716 240 11 279 151 68.49 5 3 13.1-11.8/5.9 4.72
Helix V 10-20 51%16 1310 35 508 9716 240 11 279 153 69.4 5 3 13.1-11.8/5.9 4.72
Helix V 10-22 55% 1410 39 991 97/16 240 11 279 155 70.31 5 3 13.1-11.8/5.9 4.72
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