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Wilo Helix - Vertical Multistage Pumps

Wilo Helix V 30 (304 ss - EPDM)
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Tag # Model # Flow Head HP Cycle Phase Voltage RPM
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Htt Wilo-Helix V 30 Hm
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Dimensions, Weights & Electrical Data
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208-230/460 V 575V
Dimensions-inches (mm) Weight P2 Phase FLA FLA
Model in mm in (mm) in (mm) in (mm) Ibs kg [HP] [~] [A] [A]
Helix V 30-2 26%16 665 17 432 6116 170 9 229 70 31.75 1 3 3.32-3/15 1.2
Helix V 30-3 2916 754 19 483 7%k 194 10 254 85 38.56 1.5 3 4.14-3.74/1.87 1.5
Helix V 30-4 31%%6 811 20 508 7%k 194 10 254 91 41.28 2 3 5.46-4.94/2.47 1.98
Helix V 30-5 34°/8 879 22 559 7% 187 10 254 99 44,91 3 3 7.76-7.02/3.51 2.81
Helix V 30-6 36%16 916 23 584 7% 187 10 254 101 45.81 3 3 7.76-7.02/3.51 2.81
Helix V 30-7 42% 1073 26 660 9716 240 11 279 133 60.33 5 3 13.1-11.8/5.9 4.72
Helix V 30-8 4316 1110 27 686 97/16 240 11 279 142 64.41 5 3 13.1-11.8/5.9 4.72
Helix V 30-9 45316 1148 29 737 9716 240 11 279 144 65.32 5 3 13.1-11.8/5.9 4.72
Helix V 30-10 46°/8 1184 30 762 97/16 240 11 279 146 66.22 5 3 13.1-11.8/5.9 4.72
Helix V 30-11 49%16 1259 33 838 9716 240 11 279 149 67.59 5 3 13.1-11.8/5.9 4.72
Helix V 30-12 56% 1429 37 940 10%%16 278 13 330 206 93.44 75 3 19.2-17.3/8.67 6.94
Helix V 30-14 59316 1503 40 1016 1046 278 13 330 230 104.33 7.5 3 19.2-17.3/8.67 6.94
Helix V 30-16 62%/s 1578 43 1092 10%%4s 278 13 330 234 106.14 7.5 3 19.2-17.3/8.67 6.94
Helix V30-17  66'/16 1694 46 1168  10'16 278 13 330 265 120.2 10 3 25.4-23/11.5 9.2
Helix V 30-19 69°/8 1768 49 1245 1046 278 13 330 269 122.02 10 3 25.4-23/11.5 9.2
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